














Superior Connectivity
Standard connectivity includes one USB 2.0
and one Gigabit Ethernet port

Utilizes three separate 110 V power inputs —
printer, printer heating system, and take-up reel

= Fully supported by most leading third-party
RIPs and workfiows

Compatible with the 0

myEpsonPrinter.com*"
Service myEpsonPrintercom
= Advanced web-based

printer information and management system
Automatically track consumables usage per
printer, regardless of location

Provides real-time, cost-per-print and

printob-run information

= Create various custom reports using actual
print job information for better forecasting

= Easily access technical support information,
including printer firmware and driver
updates, real-time warranty information,
and much more

= Provides  true remote-monitoring and alert
system for fleet-wide printer management

World-Class Service and Support

= Included one-year of coverage under the
Epson Preferred™ limited warranty plan with
toll-free telephone support available Monday
through Friday and usually next-business-day,
on-site service

= Optional one- or two-year Epson Preferred Plus
Senvice plans available

Produce high-qualty decorative fine art,
and even museun-qualiy fine rt reproductions
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Epson Stylus Pro GS6000 Print Engine Specifications

Printable Area
Maximum media width
Left and right margins
Maximum printable width

Base Printing Technology
Dual-Artay MicroPiezo AMC Print Head
with Ink-repeling Coating Technology

Part Numbers
SPGS6000PE.

Product/Accessories
Epson Stylus Pro GS6000 Production Ediion

0.20" (0.40" total) (includes ColorBurst RIP, stand, and take-up reel)
360"

8-channel, drop-on-demand, nk et Masimum printable length ~ Limited by sofware appiication,  Additional One-year Epson Prefered Plus Service - EPPGSSKBL
8 cartridges (C, M, Y, K, Lc, Lm, Orange and Green) 05, media length, and driver/RIP  Additional Two-year Epson Preferred Plus Service  EPPGSGKB2
pson UlraChrome G ink Media Handling Print Head Cleaning it

jonal4 " Media input Single rollto-roll up to 64" wide (for periodic print head cleaning) C890621
Professionallevel sovent baed ik tecinology Cubshen e b Wi it Addiional rinter Maintenance Kit
Printer Nozzle Configuration Media core compatbilty Handles 3" cored media (same kit that comes with a new printer) CB9061L
Color and Monochrome 360 nozzles x 8 Max.roll media diameter ~ Up to 6.7" and 66 Ib iional Cleaning Catidge (st of eigh)
‘smallest droplet size 37 picoliters Weight 121b bond up to 13 mm thick o neiod 9 i d“ i o 623900
e postrboard (for periodic print head washing)

rinter Resolutions Manual head height 150r25mm
1440 1480 G, 4D 720 6 720X 720G e erson lings Nomaland hih aste nk Botle (106) ceomme
540 %720 dpi; 720 x 360 dpi Roll media take-up reel Fully automatic with tension bar Additional 64-inch Wide Media Take-up Core CB4CORE
- N Roll media output weight ~ Up 0 150 Ib
Print Engine Speeds Epson G5 Ink (950 mi)
1440 x 1440 dpi, 16-pass 32SFPH  Media Heating System Black Ink Cartridge. T624100
1440 X 720 dpi, 8-pass TLSFPH Pre-heater Off or 86" to 122 'F (off or 30°t050°C)  Cyan Ink Cartridge 624200
720 X720 dpi, 8-pass OLSFPH  platen-heater Off or 86" to 122 (off or 30°to 50°C)  Magenta Ink Cartridge. 624300
540 720 dpi, 6-pass 122 SFPH Off or 86'to 122 °F (off or 30" 0 50°C)  Yellow Ink Cartridge T624400
720720 dpi, 4-pass 180SFPH Independently controlled via front control panel or front-end RIP Light Cyan Ink Cartridge 624500
720 x 360 dpi, 2-pass 340 SFPH Coson Ieligent Ik Cartridges” Light Magenta Ink Cartridge 624600
pson Intelligent Ink Cartridges’ i
Typical Print Engine Speeds' Cartridge fil volume 950 ml each color x 8 colors total 3:‘;;;’;25 5;‘,"‘;‘,3;., l:i:;%?,
Fine Art Reproduction TLSFPH ink cartridge shelf life 2 years from printed production
Decoraive Fine Art Reproduction 91 SFPH (recommended) date or 6 months after open .
Photo Qualty Vehicle Wizps SLSPPH Hotswappable buffer e Appror. 3 minutes FIP e Sze, priner esoto,nkcoverage, nevorking € Al it speds are
Everyday Sigange Production 180 SFPH
Typical Outdoor Banners 340SFPH  Image Permanence Ratings » st paper pe,
. Epson UlraChrome GS Ink  Outdoor permanence ratings e nperaure For i ualey i e

Acoustic Noise Level are provided by 3M and Avery. the “Feplace cardg
Approtimately 70 dB(4) according to SO 7779 Please vist their websies for th prinr. i i ih 350 ml e o

Front-End RIP Workflow by ColorBurst

more information.

Standard PANTONE lcensed PostScript Language Level 3

Compatible AP by ColorBurst. Includes full workiow Temperature

oftware with ayout, nesting,ting, ustom spot color Operating
management and custom media support with full ICC Storage

profing sofvare included. Reltive hurnicty
Thepson S o GSIR0 s o ot by mos operly e songe

feading thirc-party RIPs and workfows Installation requirements

ColorBurst RIP Requirements

Environmental Characteristics

50'1095°F (10'10.35 °C)
410 104°F (2010 40°C)
2010 85%

401050%

5 10 85% (o condensation)
Virtualy any location with a
typical air conditioning or other

Server Workstation:  Windows Vista® o XP (32:bit) air ventiltion system.
2.8 GHz Intel” Core 2 Duo of better No forced ventilation or air
1GB memory purifcation systems required.
Client Workstation(s): ~ Macintosh” 10,5 or higher

Windows Visa or XP (32 or 64-bit)

Safety Standards and EMI
UL (MET), FCC (Class A), CSA, TSCA, OSHA, CE, and EMC

Printer Interfaces
Includes as standard one Hi-Speed USB 2.0 (11 compatible)

Electrical Requirements
> s Votage
and one Gigabit Ethernet port (10/100/1000BaseT)

Frequency
Dimensions Curtent
106"(W) x50°(D) x 41"(H)
Printer weight: 445 b Power consumption
Dimensions and weight include printer stand and take-up reel Operating
Standby
Limited Warranty and Service Power Off

Standard one-year, on-site, usually next business day senvice
with ollfree phone support Monday through Fridey

Optional one- and two-year extended Epson Preferred Plus™
senvie programs avalable for purchase

EPSO!

EXCEED YOUR VISION

Epson America, Inc.: 3840 Kiloy Afport Way, Long Beach, CA 90806
Epson Canada, Ltd.: 3771 Victoria Park Avenue, Toronto, Ontario M1W 375
Internet website: www.proimaging.epson.com

AC 100-120 V, AC 200 - 240 V
50-60 Hz

114 at AC 110120 V or
6Aat AC 200 - 240V

Appror. 680 W or less
Less than 48 W or less
Less than 3 W or less

myEpsonPrintercom

are regisered Your Vision s

marks of Epson America, Inc. Al other product
and

nd brand names are
alights in these marks.
‘Copyight 2008, Epson Americs, nc. CPD 25390 8/08






